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Heat strengthened glass is used in areas requiring added strength to the glass but a
larger break pattern than that of toughened glass, so that in the event of breakage, the
broken glass generally remains in the opening.

Heat strengthened glass, like toughened glass, cannot be further processed in any
way after heat strengthening.

HOLES
Holes can be drilled in all thicknesses of glass.  Almost any diameter hole is available.
Holes can be countersunk to accommodate mechanical fixings.
Various standard polished speak holes are available and non standard available on
request.  (Refer to separate section on Speak Holes).
Fan holes and holes for dog/cat doors are also available.

HOLES IN TOUGHENED GLASS
Holes must be drilled in glass before toughening.
Unusual hole configurations or large hole sizes should be referred for consideration
before ordering.

HOLE SIZE
Minimum Dimension
Hole diameters cannot be less than the thickness of the glass.
Maximum Dimension
The maximum dimension of any large circular or non-circular hole should not exceed half
of the minimum width of the panel.

EDGE FINISH
Holes will normally have a ground finish.
Holes can be countersunk at 45° with ground edges on request.
Countersunk depth should not exceed 75% of glass thickness.

TOLERANCES

Hole Diameter
(mm)

Up to
70mm

Over
70mm

Size Tolerance
(mm)

+1, -0
+1, -1

Distance between
hole centres

+1, -1
+1, -1

Distance between glass
edge & hole centre +1, -1

+1, -1












